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CCoonnffiirrmmaattiioonn  
 
Eurofins Product Testing A/S confirms that a sample of a Hybride Adhesive with the 
name  


OOTTTTOOCCOOLLLL  MM  550011  
supplied by 


HHeerrmmaannnn  OOttttoo  GGmmbbHH  
showed low VOC contents in a test as specified in LEED credit EQ 4.1 (adhesives 
and sealants).  
 
VOC contents were below the limit value specified as 70 grams VOC minus water 
per liters for Multipurpose Construction Adhesives. 
 
The test has been performed in October 2010, see test report no. G04830.  
 
Volatiles content was calculated by Eurofins.  
Water content was specified by manufacturer. 
Solids content was determined by Eurofins. 
 
With this confirmation, use of product OTTOCOLL M 501 may qualify for 
fulfilment of LEED credit EQ 4.1 (adhesives and sealants). 
 
29 October 2010 
 
 
 
  
_____________________  
Inge Bondgaard  
Chemical engineer  
 







 


The test results relate only to the items tested. 
The report shall not be reproduced except in full without the written approval of the testing laboratory. 
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Hermann Otto GmbH 
Alois Parzinger 
Krankenhausstr. 14 
83413 Fridolfing 
Germany 
 
 
 
 
 
 
 
 
Test Report – LEED EQ 4.1 - 2009 
Sample material 


Sample identification OTTOCOLL M 501 
Product type Hybride Adhesive 
Product data, according to manufacturer Density: 1.06 g/ml at 20 °C  
Date received 1 October 2010 
Analytical period October 2010 


Methods applied 
Method Principle Parameter Detection limit Uncertainty  


LEED EQ 4.1-2009 
ASTM D 2369 - 04 


Gravimetric Volatile/Solid Content of Coatings 1 g/l 0.1 % 


Volatile content of the sample was determined gravimetrically by heating up to 110 °C during 60 minutes. 
The result is the average of triple testing. The result was calculated as: 
( [g all volatiles] - [g water] - [g exempt compounds] ) / ( [l material] - [l water] - [l exempt compounds] ) 


Analytical results  
 Solid content,  


% mass 
Water content,  


% mass 


VOC less water 
less exempt com-


pounds, g/l 
VOC limit g/l 


OTTOCOLL M 501 97.4 % 0 ** 28 70 * 
* VOC limit for Multipurpose Construction Adhesives. 
** Given by the client. 
 
 
 
Eurofins Product Testing A/S 
 
 
 
                                                     
Inge Bondgaard 
Chemical engineer   
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Smedeskovvej 38 
DK-8464  Galten 
Denmark 
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Date 
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Bescheinigung zur Begutachtung von Produkten gem. TOXPROOF- Kriterienka-


talog für schadstoffgeprüfte Wohn- und Fertighäuser Stand 01/2006 auf Oaten-


lage zu Produkten der Hermann Otto GmbH (OTTO CHEMIE) sowie Begutach-


tung für den Eintrag in die Baustoffliste der TÜV Rheinland LGA Products


GmbH.


Die zugesandten und recherchierbare Unterlagen über die besonderen Merkmale zu


nachfolgend aufgeführten Produkt haben wir für den Eintrag in die Baustoffliste der


TÜV Rheinland LGA Products GmbH in Anlehnung an den TOXPROOF-


Kriterienkatalog für schadstoffgeprüft Wohn- und Fertighäuser Stand 0'1/2006 aus-


oewenel.


Die Begutachtung und Bewertung der vorgenannten Produkte lässt bei ordnungs-


gemäßer Verwendung nach Herstellerangaben keine gesundheitsrelevanten Raum-


luftbelastungen erwarten.


Der Einsatz der bewerteten Produkte als Bauprodukt in Wohn- und Fertighäusern


wird empfohlen und freigegeben.


Oben genannte Produkte werden in die Baustoffliste Stand Nov 2010 aufgenom-


men.


TÜV Rheinland LGA Products GmbH


Köln. 08.1 1 .2010


TÜvRheinland @
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Frank Brill


\


Produkt Stand


OTTOCOLL M5O1


Technisches Merkblatt, Produktinformation


Sicherheitsdatenblatt


Geruchsprüfung nach 10 Tagen Aushärtung


24.09.2010


16.07.2010


08 .11 .2010


Björn Koch





