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onfirmation
Euroflns Product Testing A,/S confirms that a sample of an Architectural Sealant with


OTTOSEA
supplied


Hermann Otto GmbH
showed low VOC contents in a test specified in LEED credit EQ 4.1 (adhesives and
sealants).


VOC contents were below the limit value specifled as 250 grams VOC minus water
per liters for Architectural Sealants.


The test has been performed in November 2010, see test report no. c05368.


Voläliles 6nt€nt was calculated by Elrofins.
waler cöntent was sel to zero.
Content ol exempl @mpounds was sel to zero.
Solids contentwas delemifed by Eudfins.


With this contirmation, use of product OTTOSEAL S 115 may qualify for
fulfillment of LEED credit EQ 4.'l (adhesives and sealants).


29 November 2010


4w
lnge Bondgaard
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Test Report - LEED EQ 4.1 - 2009


Method


Hermann Otto GmbH
Alois Pazinger
Krankenhaussir 14
83413 F dolfing
Germany


" VOC limit for Archiiectural Sealants.*' Not determined but set to zero.
**' Content of exempl compounds are set to zero,
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Ihe repon sha nol be rcp.oduoed exoepl in tullwithout lhe silten approvalot nre bsling labohtory


Prodlct data, a@ordina to manufactu€r


OTTOSEAL S 115


ArchitecturalSealant


Density: 1.21 g/ml at 20 "C
No information on water content**
No information on exempt compounds'**


5 November 2010


November 2OlO


LEED EQ 4-1-2009


AST|\,4D2369-04
Gravimetric Volatile/Solid Content of Coatings 1 gll o.t %


Volatile content of ihe sample was determined gravimetrically by heaiing up to 110 .C during 60 minutes.
The result is the average oftriple tesling. The result was calculated as:


([gallvolatiles]-tgwaterl-[gexemptcompounds])/(!matenail-!wäterl-lexempicompolndsl)


Analvtical results


Solid content,
oÄ mass o/o mass


VOC less water


Dounds. a/l
VOC limit s/l


OTTOSEAL S 
' 


15 91.44/^ 100 250 .
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TW Rhein and LCA Producls GmbN t 51101 Köln


Herrmann Otto GmbH
Frau l\ronika Obermayer
Krankenhausslr. 14
83413 Fridolf ing


Tel +49 (0)221 806-1302
Fax +49 (0)221 306-1461


Mäi sefric@de.luv6m


sedce@de.tuv.com
M luv @fr/sd€ly


USTIO Nr.: DE3113354S0


Eintrag in der Baustoffliste Mai 2011l Otto-Chemie


Hier Produkt: OTTOSEAL@ S'115


Sehr geehrte Ffau Obeamayer,


gefne bestätige. wir lhnen, dass das Produkt OTTOSEAL@ S 115 in unserer Bau-


sloffliste e.thalten ist.


Die Bäustoffliste stellt eine Ubersicht über besonders emofehlenswerte BauDrodukte


dar, die zur Schaffung eines gesunden Raumklimas beitragen. Erstellt, gepflegt und


regelmäßig aktualisiert wird diese Liste ausschließlich durch die herstellerunabhän-


gige TUV Rhejnland LGA Products GmbH.


Diese Baustoffliste enthäll eine umfangreiche Anzahl besonders empfehlenswerter


schadstoffarmer Bauprodukte und Baustoffe, sowohlfür den Rohbau als auch für


den Innenausbau, mit eindeutigem Schwerpunkl auf Bauprodukten für den Innen-


ausbau.


Neue Produkle werden nach erfolgreicher überprüfung auf Einhallung der Knterien


aufgenommen. Produkte, die nichi mehr alf dem Markt sind odef aufgrund neuer


Erkenntnisse zu toxischen Eigenschaften die Aufnahmekfiterien nicht mehr erfüllen,


wefden aus der Lisie entfernt. Diese Baustofflisle enthäll Pfodukle, die einzeln ohne


Kontakt mit anderen Baustoffen überprüft wurden. Produkte deren Zusammense!


zung geändert wurde, werden überprüft.







Geschäftsbereich Produkte


Produkte aus der Baustoffliste, die nach dem Stand der Technik und entsprechend


dor Herstellerangaben eingosetzt werden, leisten einen positiven Beitrag zu einem


schadstoffarmen Raumklima.


Für RücKragen stehen wir lhnen gerne zur Verfügung.


Mitfreundlichen Grüßen


'^ /frs u--:' ,^y'ä
And16 Bohnstengel


TÜvRheinland@


IGA6
Genau. Richtig.


Bjöm Koch


Anlage: Auszug aus der Baustoffliste Mai 2011
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