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Ausschuss für Wohnmedizin und Bauhygiene der Gesellschaft für Hygiene
Umweltmedizin und Präventivmedizin (GHUP)


- Zeitschrift für Wohnmedizin und Bauhygiene -


Das Zertifikat


" wohnmedizinisch empfohlen"


wird verliehen gemäß Vergabefugdingungen (Wohnmedizin 40 [2002] Ileft 4 in der
Fassung vom 18.05.2009, Wohnmedizin 47 120091 Heft 3) an


Herrmann Otto GmbH
rur


OTTOSEAL@ A 205
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Berlin, den 17.06.2009


Chefredakteur








Geschäft sbereich Produkte TüvRheinland@


tGAtSt
Genau. Richtig.
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rÜv Rheintand LGA P@ducts GmbN t 51101 Köin


Herrmann Otto GmbH
Ffau [,4onika Obermayer
Krankenhausstr. 14
83413 Fridolfing


Te.  +49(0)2213061302
Fax +49(0)2213061461


Mar setoice@deruvcom


setoice@de.tuv.com
M,tuv'com/salety


USTID Nr.:DE311335490


Eintrag in der Baustoffliste Mai2011/ Otto-Chemie


Hier Produkt: OTTOSEALoa 205


Sehr geehrte Frau Obermayer,


gerne bestätigen wif lhnen, dass das Pfodukt OTTOSEAL@ A 205 in unserer Bau-


stoffl isle enlhalten ist.


Die Baustoffliste stellt eine Ubersicht über besonderc empfehlenswerle Bauprodukte


dar, die zur Schaffung eines gesunden Raumklimas beitragen. Erstellt, gepflegt und


regelmäßig aklualisiert wird diese Liste ausschließlich durch die herstellerunabhän-


gige TÜV Rheinland LGA Products GmbH.


Diese Baustoffliste enthäll eine umfangreiche Anzahl besonders empfehlenswerter


schadstoffarmef Baupfodukte und Bausloffe, sowohl für den Rohbau als auch für


den lnnenausbau, mit eindeutigem Schwerpunkl auf Bauprodukten für den Innen-


ausbau.


Neue P'oduhte werden nach erfolgreicher Überprüfun9 auf Ernhallung der Kriterien


aufgeaommen. Produkte, die nichi mehf auf dem Markt sind oder aufgrund neuer


Erkenntnisse zu toxischen Eigenschaften die Aufnahmekriterien nicht mehr erfüllen,


weden aus der Lis{e entfernt. Diese Baustoffliste enthäll Produkte, die einzeln ohne


Kontakl mit anderen Baustoffen überprüft wurden. Produkte deren zusan]mensef


zung geändert wufde, werden überpfüfl.







Geschäfr sbereich ProduKe


Produkte aus der Baustoffliste, die nach dem Stand derTechnik und entsprechend


der Herstellerangab€n eingesetzt werden, leisten einen positiven Beitmg zu einom


schadstoffarmen Raumklima.


Für RücKaagen stehen wir lhnen gerne zur Verfügung.


Mit freundlichen Grüßen


TÜvRheinland@


IGAI!
Genau, Richtig.
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Bjöm Koch


Anlage: Auszug aus der Baustoffliste Mäi201'1
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Andl6 Bohnstengel
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Use of US Green Building Council Member logo does not imply that USGBC has approved this confirmation or any mentioned product.  
Use of that logo just states that Eurofins Product Testing A/S is member of US Green Building Council. 
 
 


Eurofins Product Testing A/S 
Smedeskovvej 38 
DK 8464 Galten / Denmark 


Tel +45 70 22 42 76 
Fax +45 70 22 42 75 


www.product-
testing.eurofins.com


 
 


CCoonnffiirrmmaattiioonn  
 
Eurofins Product Testing A/S confirms that a sample of a Acrylate Sealant with the 
name  


OOTTTTOOSSEEAALL  AA  220055  
supplied by 


HHeerrmmaannnn  OOttttoo  GGmmbbHH  
showed low VOC contents in a test as specified in LEED credit EQ 4.1 (adhesives 
and sealants).  
 
VOC contents were below the limit value specified as 420 grams VOC minus water 
per liters for Acrylate Sealant (other sealant). 
 
The test has been performed in October 2010, see test report no. G04821.  
 
Volatiles content was calculated by Eurofins.  
Water content was determined by Eurofins.  
Solids content was determined by Eurofins.  
 
With this confirmation, use of product OTTOSEAL A 205 may qualify for 
fulfillment of LEED credit EQ 4.1 (adhesives and sealants). 
 
29 October 2010 
 
 
 
  
_____________________  


Inge Bondgaard  
Chemical engineer  
 







 


The test results relate only to the items tested. 
The report shall not be reproduced except in full without the written approval of the testing laboratory. 
\\DK02FIVA\SAGER\2010\G04\G04821\06-REPORTS\G04821_HERMANN OTTO_LEED EQ 4_A 205_DOC.DOC Page 1 of 1 


 
Hermann Otto GmbH 
Alois Parzinger 
Krankenhausstr. 14 
83413 Fridolfing 
Germany 
 
 
 
 
 
 
 
 
Test Report – LEED EQ 4.1 - 2009 
Sample material 


Sample identification OTTOSEAL A 205 
Product type Acrylate Sealant 
Product data, according to manufacturer Density: 1.62 g/ml at 20 °C  
Date received 1 October 2010 
Analytical period October 2010 


Methods applied 
Method Principle Parameter Detection limit Uncertainty  


Karl Fischer method 
ASTM D 4017-02 


Titration Water content 0.05 % mass Max. 3 % 


LEED EQ 4.1-2009 
ASTM D 2369 - 04 


Gravimetric Volatile/Solid Content of Coatings 1 g/l 0.1 % 


Volatile content of the sample was determined gravimetrically by heating up to 110 °C during 60 minutes. 
The result is the average of triple testing. The result was calculated as: 
( [g all volatiles] - [g water] - [g exempt compounds] ) / ( [l material] - [l water] - [l exempt compounds] ) 


Analytical results  
 Solid content,  


% mass 
Water content,  


% mass 


VOC less water 
less exempt com-


pounds, g/l 
VOC limit g/l 


OTTOSEAL A 205 85,8% 12,3 38 420 * 
* VOC limit for Acrylate Sealant (other Sealants). 
 
 
 
Eurofins Product Testing A/S 
 
 
 
                                                     
Inge Bondgaard 
Chemical engineer   
 


Eurofins Product Testing A/S 
Smedeskovvej 38 
DK-8464  Galten 
Denmark 
 
Tel. +45 70 22 42 76 
Fax  +45 70 22 42 75 
eurofins@eurofins.dk 
www.eurofins.com/product-emissions  
Date 
26 October 2010 


Your ref. 
- 
Our ref. 
G04821/IB 
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